
EQUIPMENT REQUIREMENTS  OP  CV  SV 

Standard Hand Tools      
Tire Pressure Gauge      
Tire Tread Measuring Gauge      
Pry Bar      
Torque Wrench – ½ ‐ ¾ (adequate for types of vehicles inspected)      
Drum Gauge      
Disc Brake Rotor Gauge      
Dial Indicator      
Headlight Aiming      
Hoists / Jacks      
Proper Stands      
3 ft. Straight Edge       

Test Light       

Wheel Dolly / Pallet Jack       

Seal Drivers       

Wheel and Hub Sockets       

Vacuum Gauge       

Feeler Gauge       

Latch Pin Test Tool / 5th Wheel Jaw Gauge       

King Pin Gauge       

Computerized 4 Wheel Alignment Equipment 1       

Onboard Diagnostic Equipment and Software 2       

Access to Repair Specification Manuals       

Four‐Point Frame Straightening Equipment      
Body and Frame Measuring Equipment      
Frame Specification Manuals or Software      
Mechanical Inspection Service Agreement with OPI Facility 3      

 

1 – If equipment not available the OPI must have a contract to conduct the alignment 
2 –  Capable of diagnosing ABS/SRS/PCM/ESC current within 2 years 
3 – Applies only if the facility is a SV facility only 

 


